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NOTES:

1. PAVEMENT MATERIAL AND SURFACING SHALL MATCH EXISTING.

2. ALL REMOVED SURFACE IMPROVEMENTS (CURBS, DIKES, SIDEWALKS, ETC.)
SHALL BE REPLACED IN KIND.

3. ALL AREAS OF EXISTING AC LESS THAN 48" WIDE REMAINING AFTER TRENCHING
SHALL BE COLD PLANED AND PAVED PER PHASE Il FINISH PAVING.

4.PHASE | PAVEMENT THICKNESS SHALL EQUAL EXISTING PAVEMENT THICKNESS
PLUS 1" (4” MINIMUM / 7° MAXIMUM).

5. WHEN GRAVEL OR ROCK IS USED WITHIN THE PIPE ZONE, THAT MATERIAL SHALL BE

ENCAPSULATED IN A FILTER FABRIC ENVELOPE WITH W/2 > 12” MINIMUM OVERLAP.

THIS REQUIREMENT APPLIES ONLY TO TRENCHES UNDER OR WITHIN 10’ OF SURFACING.

6. PHASE Il PAVING SHALL BE COMPLETED NOT EARLIER THAN 14 CALENDAR DAYS AND
NOT LATER THAN 75 CALENDAR DAYS AFTER PHASE 1 PAVING.

7.FOR PCC PAVEMENT REFER TO RSD G25.
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